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SAFETY SOLVENT


	Hazardous according to criteria of Worksafe Australia

	Sierra (Aust) Pty Ltd

17 Delta Street Geebung Q 4034

Ph (07) 3216 5099 Fax (07) 3216 5199

	MATERIAL SAFETY DATA SHEET

	IDENTIFICATION

	PRODUCT NAME:

Other names:

Use:

Pack sizes:
	Safety Solvent

Liquid hydrocarbon

Industrial solvent

20L, 200L, bulk
	
	U.N. Number

Dangerous Goods Class

Subsidiary Risk

Packing Group

Hazchem Code

Poisons Schedule 
	None

None

None

None

None

5

	Physical Description/Properties (Typical Values)

	Appearance:
	Clear, colourless, mobile liquid with characteristic odour

	Boiling Point/Range (ºC):
	180 – 217

	Vapour Pressure (kPa @20ºC):
	0.04

	Specific Gravity (g/ml @20ºC): 
	0.787

	Flash Point (ºC):
	> 61

	Flammability Limits(%):
	(LEL) 0.6 – (UEL) 7.0

	Solubility in Water:
	Completely miscible

	Other Properties

	Autoignition Temperature (ºC):
	> 200

	Vapour Density (air=1):
	> 1.00

	Evaporation Rate (n-BuAc=1):
	0.04

	Percent Volatiles:
	100%

	Ingredients

	Chemical Name:
	CAS Number:
	Proportion:

	Solvent D60
	64742-88-7
	100%


As this product is classified as hazardous, the following risk and safety phrases should be noted.

R65
Harmful: May cause lung damage if swallowed

S2
Keep out of the reach of children

S23
Do not breathe vapour

S24
Avoid contact with skin

S62
If swallowed, do not induce vomiting; seek medical advice immediately and show the container or label

	HEALTH HAZARD INFORMATION


Health Effects

Acute:

Swallowed:
Safety Solvent is harmful if swallowed.  Vomiting may cause the product to be aspirated in the lungs possibly resulting in chemical pneumonitis.

Eye:
Liquid and vapour may cause moderate eye irritation. 

Skin:
Avoid contact with skin.  Contact may cause moderate irritation.  Prolonged or repeated exposure may cause defatting and drying of the skin resulting in irritant contact dermatitis.  

Inhaled:
Vapour concentrations are irritating to nose and throat resulting in possible headaches, dizziness, uncoordination, nausea, and possibly loss of consciousness.

Chronic:


Repeated or prolonged contact may cause irritant contact dermatitis.

First Aid

Swallowed:
If poisoning occurs, contact a doctor or Poisons Information Centre.  Phone 13 1126 in Australia.  If swallowed, do not induce vomiting.  Give a glass of water.

Eye:
Flush eyes with water.  Seek medical attention.

Skin:
If skin contact occurs, remove contaminated clothing and wash skin thoroughly.  Launder effected clothing before reuse.

Inhaled:
Remove to fresh air.  Apply artificial respiration if not breathing.  Seek medical assistance.  

First Aid Facilities:


Provide eye baths and safety showers close to areas where splashing may occur.

Advice to Doctor

Due to the risks of lung damage by aspiration of this product, gastric lavage should only be undertaken after endotracheal intubation.

	PRECAUTIONS FOR USE


Exposure Standards:
There is no specific time weighted average (TWA) statistic indicating a determined exposure for Kerosene however, refined petroleum solvent mixtures, such as Mineral Turpentine, yields an exposure standard of 480mg/m3.  It is suggested that this figure be a general guide when limiting exposure.

Engineering Controls:
Keep away from sources of ignition.  Take precautionary measures against static discharges. Provide sufficient ventilation to control exposure levels below the exposure standards.  Use local exhaust ventilation at sources of air contamination such as open process equipment.  Dangerous concentrations may exist in areas with poor ventilation such as confined spaces.

Personal Protection:
Wear chemical goggles or face shield.   Wear chemical resistant gloves.  Respiratory protection should be used if there is a risk of exposure to high vapour concentrations.  Respirators should comply with AS1716 or an equivalent approved by a state/territory authority.  Wear protective clothing as necessary to avoid skin contact.

Flammability:
Safety Solvent is a combustible liquid.  Avoid heat and all ignition sources.  Use only in well ventilated areas.  Product transfer and storage equipment must be earthed.  Prevent build-up of flammable vapours.  Consult further information on safe storage and handling of hydrocarbon liquids.  Handle in accordance with state or territory regulations for hydrocarbon liquids.

	SAFE HANDLING INFORMATION

	Storage and Transport
	Store in cool well ventilated area away from heat and ignition sources.  Containers should always be kept closed in storage and properly labelled.  Avoid contact with oxidising agents and mineral acids.  Many plastics may be unsuitable as storage and handling materials store only in original or approved containers.

	Spills and Disposal
	For major spills, dam and recover.  Extinguish all ignition sources.  Prevent entry into drainage systems, sewers and waterways.  Collect with inert absorbent material such as sand or earth.  Ensure waste disposal conforms to local waste disposal regulations.  Empty containers retain vapour and product residue and may, therefore, present explosive and, or irritant vapour hazards.  Drain containers and allow to dry with ventilation to remove liquid and vapour.  Observe all safeguards on label and in this MSDS until container is cleaned, reconditioned or destroyed.

	Fire/Explosion Hazard
	Highly flammable liquid.  Vapours may form explosive mixtures with air.  Use water sprays to cool fire exposed surfaces and any adjacent storage vessels.  Shut of source of product if safe to do so.  Remove sources of re-ignition.  Use water fog to extinguish, or in the absence of water fog, a fine spray may be used.  Wear a breathing apparatus when attending fire hazard.


	OTHER INFORMATION

	Chronic toxicology: Certain straight run middle distillates, such as those found in Mineral Turpentine, have been found to produce skin tumours in laboratory studies, but these have usually been associated with a high level of irritation.  It is strongly recommended to comply with the recommendations for safe use, thus minimising prolonged or repeated exposure and minimising the risk of carcinogenic hazard.

	CONTACT POINT

	Sierra (Aust) Pty Ltd

17 Delta Street Geebung Q 4034

Ph (07) 3216 5099 Fax (07) 3216 5199
	


The information sourced for the preparation of this document was correct and complete at the time of writing to the best of the writer’s knowledge.  The document represents the commitment to the company’s responsibilities surrounding the supply of this product, undertaken in good faith.  This document should be taken as a safety guide for the product and its recommended uses but is in no way an absolute authority.  Please consult the relevant legislation and regulations governing the use and storage of this type of product.  For further information, please contact Sierra (Aust) Pty Ltd.
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